# Eagle Carports <br> "Flying High with Great Deals" <br> <br> Triple Wide Carports $26^{\prime}$ - $30^{\prime}$ 

 <br> <br> Triple Wide Carports $26^{\prime}$ - $30^{\prime}$}

BOXED EAVE ROOF
also known as A-FRAME


Sizes above includes standard $6^{\prime}$ legs (eave height).

## VERTICAL ROOF



Includes 6"
overhang on all sides

| $26 \times 20$ | $28 \times 20$ | $30 \times 20$ |
| :---: | :---: | :---: |
| $\$ 5,325$ | $\$ 5,530$ | $\$ 5,730$ |
| $26 \times 25$ | $28 \times 25$ | $30 \times 25$ |
| $\$ 6,340$ | $\$ 6,610$ | $\$ 6,880$ |
| $26 \times 30$ | $28 \times 30$ | $30 \times 30$ |
| $\$ 7,960$ | $\$ 8,230$ | $\$ 8,635$ |
| $26 \times 35$ | $28 \times 35$ | $30 \times 35$ |
| $\$ 8,905$ | $\$ 9,240$ | $\$ 9,715$ |
| $26 \times 40$ | $28 \times 40$ | $30 \times 40$ |
| $\$ 9,985$ | $\$ 10,320$ | $\$ 10,795$ |
| $26 \times 45$ | $28 \times 45$ | $30 \times 45$ |
| $\$ 11,200$ | $\$ 11,535$ | $\$ 12,010$ |
| $26 \times 50$ | $28 \times 50$ | $30 \times 50$ |
| $\$ 12,145$ | $\$ 12,480$ | $\$ 12,950$ |

## REGULAR ROOF



Includes 6"
overhang on front \& back

| $\mathbf{2 6 \times 2 0}$ | $\mathbf{2 8 \times 2 0}$ | $30 \times 20$ |
| :--- | :--- | :--- |
| $\$ 4,110$ | $\$ 4,315$ | $\$ 4,515$ |
| $\mathbf{2 6 \times 2 5}$ | $\mathbf{2 8 \times 2 5}$ | $30 \times 25$ |
| $\$ 4,855$ | $\$ 5,125$ | $\$ 5,395$ |
| $\mathbf{2 6 \times 3 0}$ | $\mathbf{2 8 \times 3 0}$ | $30 \times 30$ |
| $\$ 5,665$ | $\$ 5,935$ | $\$ 6,205$ |
| $26 \times 35$ | $\mathbf{2 8 \times 3 5}$ | $\mathbf{3 0 \times 3 5}$ |
| $\$ 6,475$ | $\$ 6,880$ | $\$ 7,420$ |

Sizes above includes standard $6^{\prime}$ legs (eave height).

## STANDARD FEATURES Rated for 65PSF-105MPH (3 second gusts, not sustained)

 Triple Wide carport features include the following: 12 gauge galvanized steel framing, 29 gauge metal roofing with 20 year Beckers paint system, framing spaced 4' on center or less. Includes both welded trusses and leg bracing for additional strength and stability. Concrete Anchors or Rebar Anchors, and Earth Auger Anchors are included in base price. Eagle Carports, Inc. is not responsible for stopping, or repairing leaks under base rails. Base leg height is $6^{\prime}$ tall. Please note: Eagle Carports, Inc. does not provide site work.WARRANTY

| FLUSH MOUNT CONCRETE KIT | $\mathbf{2 0} \mathbf{L}$ | $\mathbf{2 5} \mathbf{L}$ | $\mathbf{3 0} \mathbf{L}$ | $\mathbf{3 5} \mathbf{L}$ | $\mathbf{4 0} \mathbf{L}$ | $\mathbf{4 5}^{\prime} \mathbf{L}$ | $\mathbf{5 0}^{\prime} \mathbf{L}$ |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: |
|  | $\$ 200$ | $\$ 220$ | $\$ 240$ | $\$ 260$ | $\$ 280$ | $\$ 300$ | $\$ 320$ |


| 눈 <br> $\frac{4}{4}$ <br> $\frac{11}{4}$ | HEIGHT | 20'L | 25' L | 30' L | 35'L | 40' L | 45' L | 50 L |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: |
|  | $7{ }^{\prime}$ | \$110 | \$135 | \$165 | \$190 | \$215 | \$245 | \$270 |
|  | $8^{\prime}$ | \$220 | \$270 | \$330 | \$380 | \$430 | \$490 | \$540 |
|  | $9^{\prime}$ | \$330 | \$405 | \$495 | \$570 | \$645 | \$735 | \$810 |
|  | 10' | \$440 | \$540 | \$660 | \$760 | \$860 | \$980 | \$1,080 |
|  | $11^{\prime}$ | \$550 | \$675 | \$825 | \$950 | \$1,075 | \$1,225 | \$1,350 |
|  | $12^{\prime}$ | \$660 | \$810 | \$990 | \$1,140 | \$1,290 | \$1,470 | \$1,620 |
|  | $13^{\prime}$ | \$1,350 | \$1,620 | \$1,890 | \$2,160 | \$2,430 | \$2,700 | \$2,970 |
|  | $14^{\prime}$ | \$1,620 | \$1,890 | \$2,160 | \$2,430 | \$2,700 | \$2,970 | \$3,240 |
|  | HEIGHT | 20' L | 25' L | 30' L | 35' L | 40' L | 45' L | 50 L |
|  | $6{ }^{\prime}$ | \$670 | \$820 | \$970 | \$1,120 | \$1,270 | \$1,420 | \$1,570 |
|  | $7{ }^{\prime}$ | \$930 | \$1,110 | \$1,290 | \$1,470 | \$1,650 | \$1,830 | \$2,010 |
|  | 8 ' | \$940 | \$1,135 | \$1,335 | \$1,530 | \$1,730 | \$1,925 | \$2,125 |
|  | $9{ }^{\prime}$ | \$960 | \$1,170 | \$1,380 | \$1,590 | \$1,800 | \$2,010 | \$2,220 |
|  | $10^{\prime}$ | \$1,210 | \$1,460 | \$1,705 | \$1,950 | \$2,195 | \$2,440 | \$2,690 |
|  | 11' | \$1,255 | \$1,520 | \$1,780 | \$2,045 | \$2,310 | \$2,575 | \$2,840 |
|  | $12^{\prime}$ | \$1,290 | \$1,570 | \$1,855 | \$2,135 | \$2,420 | \$2,700 | \$2,985 |
|  | $13^{\prime}$ | \$1,555 | \$1,860 | \$2,180 | \$2,495 | \$2,815 | \$3,130 | \$3,450 |
|  | $14^{\prime}$ | \$1,565 | \$1,885 | \$2,220 | \$2,555 | \$2,890 | \$3,230 | \$3,565 |
| VERT. SIDES | 6'-10' | \$480 | \$600 | \$720 | \$840 | \$960 | \$1,080 | \$1,200 |
|  | 11'-14' | \$720 | \$900 | \$1,080 | \$1,260 | \$1,440 | \$1,620 | \$1,800 |
| V.WAINSCOTING |  | \$390 | \$480 | \$570 | \$660 | \$750 | \$840 | \$930 |
|  | HEIGHT |  | 26'W |  | $28^{\prime} \mathrm{W}$ |  | 30'W |  |
|  | $6{ }^{\prime}$ |  | \$1,620 |  | \$1,720 |  | \$1,825 |  |
|  | $7{ }^{\prime}$ |  | \$1,790 |  | \$1,990 |  | \$2,195 |  |
|  | $8{ }^{\prime}$ |  | \$1,855 |  | \$2,060 |  | \$2,260 |  |
|  | $9^{\prime}$ |  | \$1,925 |  | \$2,125 |  | \$2,330 |  |
|  | $10^{\prime}$ |  | \$2,160 |  | \$2,430 |  | \$2,700 |  |
|  | 11' |  | \$2,195 |  | \$2,485 |  | \$2,770 |  |
|  | $12^{\prime}$ |  | \$2,230 |  | \$2,530 |  | \$2,835 |  |
|  | $13^{\prime}$ |  | \$2,500 |  | \$2,735 |  | \$2,970 |  |
|  | $14^{\prime}$ |  | \$2,565 |  | \$2,800 |  | \$3,040 |  |
| $\begin{aligned} & \text { VERT. } \\ & \text { ENDD } \\ & \text { Per End } \end{aligned}$ | $6^{\prime}-10^{\prime}$ |  | \$420 |  | \$450 |  | \$480 |  |
|  | 11'-14' |  | \$450 |  | \$480 |  | \$510 |  |
| V. WAINSCOTING Per End |  |  | \$510 |  | \$540 |  | \$570 |  |

© 2023 Copyright All Rights Reserved Eagle Carports, Inc. All prices are subject to change without notice.


| ADDITIONAL LABOR FEES | 20'L | 25' | 30' L | 35'L | 40' L | $45^{\prime} \mathrm{L}$ | 50 L |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: |
| BUILD OVER FEE | \$150 | \$175 | \$200 | \$250 | \$275 | \$325 | \$350 |
| CUT LEGS ON SITE* | \$100 | \$125 | \$150 | \$175 | \$200 | \$225 | \$250 |
| *Cut leg fee has a maximum of 12 " adjustment possible, either front to back or side to side. Please note, side to side on level lots will result in gap underneath garage doors. |  |  |  |  |  |  |  |
| CONCRETE DIMENSIONS |  |  |  |  |  |  |  |

